
Technical Specifications
EQ-CD6T

(Hardware)
EQ-CD6W

(Virtual / Software)

Communication Interface
Wi-Fi (Built-in)

Ethernet (Optional)
IP Network (LAN or WAN / VPN)

No. of Buttons / Keys
19 to 21

(Modifiable)
22 to 30

(Modifiable)

Supported O/S
Android (Standard)

Linux & iOS (Optional)
Non-Dependent (Web-Based)

Features / Functions

���� User Log-in & Log-out
���� Next / Re-Call
���� Manual Call (Specific Number Calling)
���� Auto-Finished & Auto-Served
���� Advance Auto / Manual Transfers
���� Short Break Facility (with efficiency control)
���� Waiting Customers Inquiry
���� Call Manager
���� Request Coffee / Juice & other regulars
���� Pre-Defined Messaging to EaZy-Q Devices & Network PCs
���� Daily Reports Generation
���� User-Definable Functions (Customization)
���� Theme Selection with User-Log-in

Maximum Devices per
Location

256 (LAN)
4096 (VPN)

Unlimited (Internet)

256 (LAN)
Unlimited (Internet / WAN / VPN)

3G / GSM Support Yes N/A

Smart Auto-Correction
Auto-Debugging & Reset

(Without stopping the running system)
Cell Phone Support Yes

Keypad Color Combo Black & Violet
Dimensions 126 x 77 x 7 mm N/A

Body Color
Black (Standard)
White (Optional)

N/A

Storage Temperature 0˚ to 60˚C N/A
Operating Temperature 5˚ to 40˚C N/A
Standard Power Supply 5V DC / 1.0 Amp N/A

EQ-CD6T/W

(Teller Station Unit)
Touch-Screen / Web Calling Devices
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